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Cistern and Flush Button Installation
1: Install Close Coupled Cistern To Pan 2: Connect the water supply to the cistern

3: Install The Flush Button

Fixing nut
Lock nut

Take off the fixing nut.
Screw the lock nut to position.

Install the dual flush button onto the
cistern lid, and tighten the fixing nut.

Push rod

Push rod

Fixing nut

Lock nut

Push rod
A

Adjust the length of A by turning the push rod, and
remember to tighten the lock nut after finishing the
adjustment of the push rod (A).
The final position should be that push rods just
come into contact with the flush valve, but should
not push down onto it unless the button is activated.

Loosen the lock nuts, and unscrew the
push rods to cut off the redundant section.
Please refer to the recommended length
"Z " of push rods for particular cistern on
page 7 .

Too long

Too short

4: After installation check that the full flush and half flush are working correctly.
    Please consult the trouble shooting pages if there are any problems.

Half flush Full flush

BC

Full Flush Button - White

Z Half Flush Button - Blue

Water supply

Fixing nut
Plastic washer
Rubber washer

* Please ensure the flush cone is in position before
  installation. A thin bead of silicone should be applied
  to the flush cone and the inlet hole of pan if necessary.
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Note:
The above diagram is for reference only.
The inlet valve can be adjusted to suit the particular cistern, please refer to below tables for 
the settings.

For adjustment method, please refer to the installation instruction on page 1 & 2 .

Inlet Valve Adjustment Instructions

Cistern code
L (mm)

L

Range 6L full flush /  3L hafl flush 4.5L full flush /  2.6L hafl flush

15.B.27349 Stadium 46 56

15.B.27353 Sphere 41 57

MAR.0006 Milan 30 62

ZEN.002 ZEN 33 42

TRIM.002
 
Trim 38 67

SHR.045 Shoreditch Round 31

SHR.049 Shoreditch Square 30 39

CUR2.002 Curve 2 35 53

CC.1036 Curve 31 62

CM0007 Compact 29 42

L (mm)
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Note:
The above diagram is for reference only. In this example, A is set to 6.5 and B is set to 2.

The flush valve can be adjusted to suit the particular cistern, please refer to below tables for
the settings.
For adjustment method, please refer to the installation instruction on page 3.

Flush Valve Adjustment Instructions

Half flush float
Should be set on
the "A" mark

Full flush adjustor
Should be set on
the "B" setting

Cistern code
A B A B

15.B.27349 Stadium 4 1 7.5 5

15.B.27353 Sphere 4 1.5 7.5 5

MAR.0006 Milan 5.5 5 5 5

ZEN.002 ZEN 7.5 1 7.5 5

6 2 7 5

SHR.045 Shoreditch Round 7.5 1 6.5 4.5

SHR.049 Shoreditch Square 7.5 1 6 5

7.5. 1.5 6.5 5

CC.1036 Curve 5 1.5 5 5

CM0007 Compact 6.5 1 6 3.5

6L full flush /  3L hafl flush 4.5L full flush /  2.6L hafl flush
Range

TRIM.002
 
Trim

CUR2.002 Curve 2
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Recommended length of push rods

The push rods can be cut off to suit the particular cistern, please refer to below
table for the Z value.

Cistern code Z (mm)

Push rodZ

Range

15.B.27349 Stadium 207

15.B.27353 Sphere 159

MAR.0006 Milan 200

ZEN.002 ZEN 130

SHR.045 Shoreditch Round 131

SHR.049 Shoreditch Square 118

200

CC.1036 Curve 197

CM0007 Compact 197

190TRIM.002
 
Trim

CUR2.002 Curve 2


